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BB30 Series Grading Box Blade

Specifications & Capacities

Model Numbers Units BB3072 BB3084 BB3096

Working width inches (cm) 72 (183) 84 (213) 96 (244)

Weight without mast lbs (kg) 1,755 (796) 1,836 (833) 1,917 (870)

Weight of mast lbs (kg) 64 (29) 64 (29) 64 (29)

Upper frame cross tube inches (cm) 4 x 6 (10 x 15)

Lower frame cross tube inches (cm) 2 x 4 (5 x 10)

A-frame tubes inches (cm) 4 x 4 (10 x 10)

Blade lift pin diameter inches (cm) 1 (2.5)

Blade tilt pin diameter inches (cm) 3 (7.6)

Blade tilt angle adjustment Tilts up to 15 degrees down left and 15 degrees down right.

Blade height adjustment Adjusts from 5" (13.7 cm) above grade to 3" (7.6 cm) below grade

Grader blade inches (cm) Reversible and replaceable, 1/2 x 6 (1.3 x 15.2)

Reversible side cutters inches (cm) 1/2 (1.3) thick

Tires inches Foam-filled turf 18 x 8.5 x10 

Hydraulic Maximum flow
Maximum pressure

gpm (Lpm)
psi (mPa)

25 (94.6)
3500 (24.1)

Cylinder control valve Pilot controlled

Floating blades Front and rear

Optional
107 1/2"
2.73m

41"
1.04m

BB3072 = 74 1/2" (1.89 m)
BB3084 = 86 1/2" (2.20 m)
BB3096 = 98 1/2" (2.50 M)

72" (1.8m)
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